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   THE SPECIFICATIONS ARE SUBJECT 
TO CHANGE WITHOUT NOTICE. THE 
PICTURES MAY INCLUDE OPTIONS.  
THE ACTUAL COLOR & APPEARANCE 
OF THE PRODUCT MAY DIFFER 
FROM WHAT IS SHOWN.

Blade Type Semi-U
Min. ground clearance: 500 mm/ 19.7 in
Ground pressure: 0.0968MPa/ 14.04 psi
Gradeability: 30°
Track gauge: 2140 mm/ 84.3 inSD32DQ PLUS

Technical specifications:  

OVERALL DIMENSIONS  Semi-U blade

Model & type US Oringinal Cummins QSX15 Engine In-line,Electronic control,  Air to air inter cooling, Turbocharged diesel

Gross power 257 kW /345 hp

Number of cylinders 6— 137*169 mm (bore x stroke) / 6-5.4*6.7 in

Piston displacement  15L / 3.963US gal

Min. fuel consumption  221g/kW·h

Maximum torque 1509N·m@1400rpm / 1112.8 lb-ft
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Torque converter 3-element, 1 stage, 1 phase

Transmission Planetary gear, multi-disc clutch, power shift, forced lubrication

Main drive Spiral bevel gear, splash lubrication, single-stage speed reduction

Steering clutch Wet, multi-disc, spring loaded, hydraulically separated, hydraulic control

Steering brake Wet, floating band, foot brake with hydraulic booster

Final drive 2-stage speed reduction of spur gear, splash lubrication
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Gear 1st 2nd 3rd

Forward 0~3.6 km/h // 2.2 mph 0~6.6 km/h //4.1 mph 0~11.5 km/h // 7.2 mph

Reverse 0~4.4 km/h // 2.7 mph 0~7.8 km/h // 4.9 mph 0~13.5 km/h // 8.4 mph
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Type Heavy duty, Lubricated, Swing type of sprayed beam, suspended structure of equalizer bar 

Carrier rollers 2 each side

Track rollers 7 each side

Track type Assembled, single-grouser

Width of track shoes 610 mm / 24 in

Pitch 228.6 mm / 8.93 in
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Maximum pressure 21 MPa / 3045 psi

Pump type Gear pump

Discharge 255 L/min // 67.4 US gal

Bore of working cylinder × no. 125 mm × 2 / 4.9 in× 2
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Blade type Semi-U

Dozing capacity 11.9m3  /15.6 yd3

Blade width 4030mm / 158.7 in

Blade height 1725mm / 67.9 in

Maximum drop below ground 560mm / 22 in

Maximum tilt adjustment 1000mm / 39.4 in

Weight of blade 4868kg / 10732 lb
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Maximum digging depth of Single shank ripper 1250mm / 49.2 in

Maximum lift above ground 965mm / 37.6 in

Weight of single shank ripper 3252kg / 7169 lbRI
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1725mm=5.66ft=67.9in
1560mm=5.12ft=61.4in
560mm=1.84ft=22in
1235mm=4.05ft=48.6in
3150mm=10.33ft=124in

4130mm=13.55ft=162.6in
2140mm=7ft=84in
2420mm=7.94ft=95.3in
2780mm=9.12ft=109.5in

4445mm=14.58ft=175in
4670mm=15.32ft=183.9in
8650mm=28.38ft=340.6in
80mm=0.26ft=3.15in
300mm=0.98ft=11.8in

835mm=2.74ft=32.9in
890mm=2.92ft=35in
3725mm=12.22ft=146.7in


